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Double-Hung Windows
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Taller sizes continue on page 02
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Double-Hung (DHG)

"Unit Dimension" always refers to outside frame to frame dimension.
"Rough Opening" dimensions may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items.
Dimensions in parentheses are in millimeters.
   Meet or exceed clear opening area of 5.7 sq. ft. or 0.53 m², clear opening width of 20" (508) & clear opening height of 24" (610).
Units may be ordered with sash lifts, if desired. Units 3'-0" and wider will use two sash lifts.
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Continuation from page 01

C

Double-Hung (DHG)

"Unit Dimension" always refers to outside frame to frame dimension.
"Rough Opening" dimensions may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items.
Dimensions in parentheses are in millimeters.
   Meet or exceed clear opening area of 5.7 sq. ft. or 0.53 m², clear opening width of 20" (508) & clear opening height of 24" (610).
Units may be ordered with sash lifts, if desired. Units 3'-0" and wider will use two sash lifts.
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Taller sizes continue on page 04
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Monumental Single-Hung (MSH)

"Unit Dimension" always refers to outside frame to frame dimension.
"Rough Opening" dimensions may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items.
Dimensions in parentheses are in millimeters.
   Meet or exceed clear opening area of 5.7 sq. ft. or 0.53 m², clear opening width of 20" (508) & clear opening height of 24" (610).
Units may be ordered with sash lifts, if desired. Units 3'-0" and wider will use two sash lifts. Bottom sash operates up and down, but does not tilt. Top sash is fixed.
Units equal to or greater than 8'-0" tall are limited to 24" of clear opening height.
Standard Units are equal light sash. However, Cottage and Reverse Cottage are available as an option with some limitations.
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Continuation from page 03
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Monumental Single-Hung (MSH)

"Unit Dimension" always refers to outside frame to frame dimension.
"Rough Opening" dimensions may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items.
Dimensions in parentheses are in millimeters.
   Meet or exceed clear opening area of 5.7 sq. ft. or 0.53 m², clear opening width of 20" (508) & clear opening height of 24" (610).
Units may be ordered with sash lifts, if desired. Units 3'-0" and wider will use two sash lifts. Bottom sash operates up and down, but does not tilt. Top sash is fixed.
Units equal to or greater than 8'-0" tall are limited to 24" of clear opening height.
Standard Units are equal light sash. However, Cottage and Reverse Cottage are available as an option with some limitations.
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C

Double-Hung Transom (DHT)

"Unit Dimension" always refers to outside frame to frame dimension.
"Rough Opening" dimensions may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items.
Dimensions in parentheses are in millimeters.
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Double-Hung Picture (DHP)

"Unit Dimension" always refers to outside frame to frame dimension.
"Rough Opening" dimensions may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items.
Dimensions in parentheses are in millimeters.
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