# Table of Double-Hung Window Sizes

<table>
<thead>
<tr>
<th>Unit Dimension</th>
<th>1' 7 1/4&quot;</th>
<th>1' 11 1/4&quot;</th>
<th>2' 3 1/4&quot;</th>
<th>2' 5 1/4&quot;</th>
<th>2' 7 1/4&quot;</th>
<th>2' 9 1/4&quot;</th>
<th>2' 11 1/4&quot;</th>
<th>3' 1 1/4&quot;</th>
<th>3' 3 1/4&quot;</th>
<th>3' 7 1/4&quot;</th>
<th>3' 11 1/4&quot;</th>
</tr>
</thead>
<tbody>
<tr>
<td>Minimum Rough Opening</td>
<td>1'-8&quot;</td>
<td>2'-0&quot;</td>
<td>2'-4&quot;</td>
<td>2'-6&quot;</td>
<td>2'-8&quot;</td>
<td>2'-10&quot;</td>
<td>3'-0&quot;</td>
<td>3'-2&quot;</td>
<td>3'-4&quot;</td>
<td>3'-8&quot;</td>
<td>4'-0&quot;</td>
</tr>
</tbody>
</table>

### Custom Widths – 1'-3 1/4" to 3'-11 1/4"

Cottage and reverse cottage are available based on a 60/40 proportion in all widths and heights up to 6'-7 1/4".
### Table of Double-Hung Window Sizes (continued)

<table>
<thead>
<tr>
<th>Unit Dimension</th>
<th>1'-11 1/4&quot;</th>
<th>1'-11 1/4&quot;</th>
<th>2'-3 1/4&quot;</th>
<th>2'-5 1/4&quot;</th>
<th>2'-7 1/4&quot;</th>
<th>2'-9 1/4&quot;</th>
<th>2'-11 1/4&quot;</th>
<th>3'-1 1/4&quot;</th>
<th>3'-3 1/4&quot;</th>
<th>3'-7 1/4&quot;</th>
<th>3'-11 1/4&quot;</th>
</tr>
</thead>
<tbody>
<tr>
<td>Minimum Rough Opening</td>
<td>1'-8&quot;</td>
<td>2'-0&quot;</td>
<td>2'-4&quot;</td>
<td>2'-6&quot;</td>
<td>2'-8&quot;</td>
<td>2'-10&quot;</td>
<td>3'-0&quot;</td>
<td>3'-2&quot;</td>
<td>3'-4&quot;</td>
<td>3'-8&quot;</td>
<td>4'-0&quot;</td>
</tr>
<tr>
<td>Custom Widths</td>
<td>(508)</td>
<td>(610)</td>
<td>(711)</td>
<td>(762)</td>
<td>(813)</td>
<td>(864)</td>
<td>(914)</td>
<td>(965)</td>
<td>(1016)</td>
<td>(1118)</td>
<td>(1219)</td>
</tr>
</tbody>
</table>

**Custom Sizes & Specifications**

#### Double-Hung Windows

- **Width** = window width − 4.056
- **Height** = (window height − 2) − 4.645
- **Unobstr. Glass Width** = window width − 6.650
- **Height** = window height − 9.645
- **Single Sash Height** = (window height − 9.646) + 2
- **Minimum R.O. Width** = width + 3/4"
- **Height** = height + 3/4"

- A-Series windows are available in 1/8" increments between minimum and maximum widths and heights shown. Some restrictions apply. Contact your Andersen supplier for custom-sized specialty windows.

- For cottage and reverse cottage window sizes and opening specifications contact your Andersen supplier.

- All custom-size A-Series double-hung windows wider than 3' 1 1/4" and taller than 4' 11 1/4" meet or exceed clear opening area of 5.7 sq. ft., clear opening width of 20" and clear opening height of 24".

---

* "Window Dimension" always refers to outside frame to frame dimension.
* "Minimum Rough Opening" dimensions may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items.
* Dimensions in parentheses are in millimeters.
* Sizes with equal sash that meet or exceed clear opening area of 5.7 sq. ft., clear opening width of 20" and clear opening height of 24".
* Sizes with cottage sash that meet or exceed clear opening area of 5.7 sq. ft., clear opening width of 20" and clear opening height of 24".
* Two locks are standard.

---

* Cottage and reverse cottage are available based on a 60/40 proportion in all widths and heights up to 6'-7 1/4".

---

2012-13 A-Series Product Guide